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TVT65N

5MP H.265 CAMERA - TVT65N

New IP ONVIF camera with 3.6mm fixed lens suitable even for outdoor installation
(IP66). Thanks to 5 Megapixel sensor, it allows to capture high definition pictures, while
the new compression H.265 the network transmission of the picture requiring reduced
bandwidth. It provides 3 independent video streams for various applications, moreover
it is possible to set privacy areas, email sending up on event, motion detection,
intelligent video analysis (object entering within the area, line crossing and missed
object detection). The image capture can be done even in hight condition thanks the 18
IR led's and the mechanical ICR filter. The main parameters configuration can be done
even via web browser or by NVR. It is suggested the use with NVR442K, NVR882K e
NVR1682K which allow to enjoy real Plug&Play installation.

CARATTERISTICHE
PRINCIPALI

FUNZIONI
CARATTERISTICHE

TECNICHE

DIMENSIONI

materiale: aluminium

colore: white

grado IP: IP66

tipo telecamera: Sensor CMOS

risoluzione: 2592x1944 (5MP)

sensibilità: 0.1 lux

ottica: fixed

focale: 3.6mm

tensione di alimentazione: 12Vdc / PoE

assorbimento massimo di corrente: 250mA

altezza cm 7,2

profondità cm 15,5
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