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LINEA: Connecto - TECNOLOGIA: IP EVO - TIPOLOGIA: Posti esterni video

TD1000CN
Connecto video door panel for Ip Evo - TD1000CN

Connecto series video entry door panel for IP Evo technology, dedicated to multi-
user complexes. Panel: 316L stainless steel plate, 6 Torx security screws with central
pin, large graphic display, 16 backlit keys with white LEDs, ready to mount RFID
module. Power: 13 Vac or PoE, Ethernet or WiFi connection. TD1000CN
communicates with smartphones, video intercoms (art. SE4000) and Alexa via the
dedicated IP EVO app. Excellent audio quality and video signal, connection is
always guaranteed. Great attention has also been paid to aspects relating to IT
security: inside the push-button panel there is a security system based on a special
dedicated chip, the cloud infrastructure has been totally developed by Farfisa and
integrated on AWS servers with encrypted transmission.
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PRINCIPALI
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PO TECNICHE

materiale: stainless steel AISI 316L

montaggio:
da incasso: yes

colore: grey
vivavoce: voice prompt
display: graphic display
numero pulsanti: 16
grado IP: IP45
grado IK: IK08
tipo telecamera: 5 megapixel

colore retroilluminazione: white

rfid: yes (ready for) tensione di alimentazione: 13 Vac or PoE

DIMENSIONI

altezza cm 37.1
larghezza cm 17
profondita cm 0.2

peso kg 2.4
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