
 

LINEA: Solvo - TECNOLOGIA: Due fili - Duo - TIPOLOGIA: Posti esterni audio

TD2000RAL

Solvo external audio door station - TD2000RAL

Audio external door station of Solvo series, for DUO digital system. A single element
with keypad 16 buttons, 4 status icons and alphanumerical LCD, it allows to make and
dial calls in DUO systems with up to 20000 users. It can accomondate FP2000 RFID
reader or Vigik device. Compatible with TL2000 audio loop for impaired people. For
surface mounting 290C/0 back box is available. Door lock operation time: max 10 sec.
Power supply from DUO bus.

CARATTERISTICHE
PRINCIPALI

FUNZIONI
CARATTERISTICHE

TECNICHE

DIMENSIONI

materiale: stainless steel

montaggio:
da incasso: yes

colore: grey

display: alphanumerical LCD

numero pulsanti: 16

segnalazione a led: yes

modulare: no

grado IK: IK08

colore retroilluminazione: white

comando attuatore: 1

comando modulatore video: 1

chiamata centralino: 1

rfid: suitable for FP2000

conferma apertura: 1

stato del sistema: 1

avviso in casa: 1

pulsante apriporta: 1

tensione di alimentazione: from DUO line

assorbimento massimo di corrente: 0,40A

altezza cm 37.1

larghezza cm 17

profondità cm 6
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